Product shown without cable harness for clarity

Control Unit Features:

Rocker 1: SPDT Mom Rocker Switch With Red Seal Cap
Trigger 1: SPDT Mom Pushbutton Switch With Red Seal Cap
10 Ft Cable

1/2 Npt Mounting Thread With Locking Sefscrew

General Information:

Control Handle Material: Aluminum
Finish: Black Powder Coat

Temperature Range: -55°C to +85°C af rated current

(TI Switch Life Cycles: 10,000,000
Current Rating: 5 amps @ 120vAC
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Product shown without switches for clarity

Document Date: 05-12-2005

CTI PART# : (TI-2021416
SW-1 CoM. 5 5T oo BLK Switch #1 Right
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ORG  Switch #1 Left
TRIG-1 com. —Q—O NO. YEL  Trigger #1
CTI Pushbutton
SPDT (MOM) g O NC.
RED

(120 vAC 5amp Max)
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| CAUTION:

Handle Part #: 69-040030-01
Rocker Switch 1: 32-R922190-01
Rocker Seal 1: 76-010235-01
Trigger 1: 32-P-A60215-01
Trigger Seal 1: 76-010321-01
Cable Harness: 22-C-NQ720-)-11

www.cyber-tech.net

1-800-621-8754

— Metal Handle MUST Be Grounded For Safe Operation!

Spare Replacment Components For Part # (T]-2021416
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Product shown without cable harness for clarity

Control Unit Features:

Rocker 1: SPDT Mom Rocker Switch With Red Seal Cap
Trigger 1-2: SPDT Mom Pushbutton Switch With Red Seal Cap

10 Ft Cable
1/2 Npt Mounting Thread With Locking Sefscrew

(T1 PART# : (T1-2021417

General Information:

Control Handle Material: Aluminum

Finish: Black Powder Coat

Temperature Range: -55°C to +85°C af rated current
(TI Switch Life Cycles: 10,000,000
Current Rating: 5 amps @ 120vAC

SW-1

COM. =

GENERAL DIMENSIONS

1.50’7—‘

5.00”

1/INeT
Mounting Thread

1 .50'7—

-

Product shown without switches for clarity

Document Date: 05-12-2005
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| CAUTION:

Handle Part #: 69-040030-01
Rocker Switch 1: 32-R922190-01
Rocker Seals 1: 76-010235-01
Trigger 1-2: 32-P-A60215-01
Trigger Seal 1-2: 76-010321-01
Cable Harness: 22-C-NQ720-)-11

www.cyber-tech.net

— Metal Handle MUST Be Grounded For Safe Operation!

Spare Replacment Components For Part # (T]-2021416
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Control Unit Features: General Information:

Rocker 1: SPDT Mom Rocker Switch With Red Seal Cap Control Handle Material: Aluminum

Trigger 1-3: SPDT Mom Pushbutton Switch With Red Seal Cap Finish: Black Powder Coat

10 Ft Cable Temperature Range: -55°C to +85°C af rated current
1/2 Npt Mounting Thread With Locking Sefscrew (TI Switch Life Cycles: 10,000,000

Current Rating: 5 amps @ 120vAC

CTI PARTH# : (T1-2021418
Product shown without cable harness for clarity SW-1 COM. i\\//o N.O. BLK Switch #1 Right
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Spare Replacment Components For Part # (]|-2021416
Handle Part #: 69-040030-01
Rocker Switch 1: 32-R922190-01
Rocker Seal 1: 76-010235-01
Trigger 1-3: 32-P-A60215-01
295" Trigger Seal 1-3: 76-010321-01
‘ Product shown without switches for clarity CUbIe Harness: 22-(-NQ720-‘]-] 1
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1 Rocker + 1 Trigger w/Caps

Product shown without cable harness for clarity

Control Unit Features: General Information:

Rocker 1: SPDT Mom Rocker Switch With Red Seal Cap Control Handle Material: Aluminum

Trigger 1: SPDT Mom Pushbutton Switch With Red Seal Cap Finish: Black Powder Coat

10 Ft Cable Temperature Range: -55°C to +85°C af rated current
1/2-13 Npt Mounting Thread With Locking Sefscrew (TI Switch Life Cycles: 10,000,000

Diode Protected Current Rafing: 5 amps @ 30vD(
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Product shown without switches for clarity

Document Date: 05-12-2005
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| cAuTION:

— Metal Handle MUST Be Grounded For Safe Operation!

Spare Replacment Components For Part # (T-2021419

Handle Part #: 69-040030-01
Rocker Switch 1: 32-R922195-01
Rocker Seal 1: 76-010235-01
Trigger 1: 32-P-A92231-01
Trigger Seal 1: 76-010321-01
Cable Harness: 22-C-NQ720-)-11
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1 Rocker + 2 Trigger w/Caps

Control Unit Features: General Information:
Rocker 1: SPDT Mom Rocker Switch With Red Seal Cap Control Handle Material: Aluminum
Trigger 1-2: SPDT Mom Pushbutton Switch With Red Seal Cap Finish: Black Powder Coat
10 Ft Cable Temperature Range: -55°C to +85°C af rated current
1/2 Npt Mounting Thread With Locking Sefscrew (TI Switch Life Cycles: 10,000,000
Diode Protected Current Rating: 5 amps @ 30vD(
CTI PART# - (TI-2021420
Product shown without cable harness for clarity SW-1 com. \\“//Q NO-. BLK Switch #1 Right
0 2% Llowe &
GENERAL DIMENSIONS é ORG  Switch #1 Left
TRIG-1 com —— o T YEL )
" o= Trigger #1
150 { : S Ll ow &
TRIG-2 com. — T o BRN .
oO—= Trigger #2
SHe Il ow %
5.00"
RED _ Common
(30 vDC 5amp Max)
GRN
| cAuTiON: Ground
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Spare Replacment Components For Part # (T]-2021420

Handle Part #: 69-040030-01
Rocker Switch 1: 32-R922195-01
Rocker Seals 1: 76-010235-01
Trigger 1-2: 32-P-A92231-01

295" Trigger Seal 1-2: 76-010321-01

Product shown without switches for clarity CUbIe Harness: 22-(-NQ720-‘]-] 1
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1 Rocker + 3 Trigger w/Caps

Control Unit Features: General Information:

Rocker 1: SPDT Mom Rocker Switch With Red Seal Cap Control Handle Material: Aluminum

Trigger 1-3: SPDT Mom Pushbutton Switch With Red Seal Cap Finish: Black Powder Coat

10 Ft Cable Temperature Range: -55°C to +85°C af rated current
1/2 Npt Mounting Thread With Locking Sefscrew (TI Switch Life Cycles: 10,000,000

Current Rating: 5 amps @ 30vD(

CTI PARTH# : (T1-2021421
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Spare Replacment Components For Part # (]]-2021421
Handle Part #: 69-040030-01
Rocker Switch 1: 32-R922195-01
Rocker Seal 1: 76-010235-01
Trigger 1-3: 32-P-A92231-01
295" Trigger Seal 1-3: 76-010321-01
Product shown without switches for clarity CUbIe Harness: 22-(-NQ720-‘]-] 1
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