
CTI Part # 22-C-NQ-1520-J 15 Cond 20awg 

Wire Colors General Specifications Extra Flexible NQ Series PVC Control Cable
300 Volts • 80°C
Jacket: PVC-Polyvinyl Chloride (Gray)
Insulation: PVC-Polyvinyl Chloride
Conductor Material: Tinned Copper
UL AWM Style 2464

UL 13 CL2X
CSA Certified AWM II A/B
MIL-STD-681
MIL-W-16787/1, rated 600 volts, +105°C.
MIL-l-631, Type F
flame retardant and fungus resistant

BLK
RED
ORG
BRN

YEL
GRN
BLU
VIO

GRY
WHITE
w/BLK
w/RED

Dimensions O.D. 0.341
Jacket 0.032
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CTI Part # 22-C-NQ-1020-SJ 10 Cond 20awg Shielded 

Wire Colors General Specifications Shielded Extra Flexible NQ Series PVC Control Cable
300 Volts • 80°C
Jacket: PVC-Polyvinyl Chloride (Gray)
Insulation: PVC-Polyvinyl Chloride
Conductor Material: Tinned Copper
Shielded: Tinned Copper Braid

UL 13 CL2X
CSA Certified AWM II A/B
MIL-STD-681
MIL-W-16787/1, rated 600 volts, +105°C.
MIL-l-631, Type F
MIL-C-7078
flame retardant and fungus resistant

BLK
RED
ORG
BRN

YEL
GRN
BLU
VIO

GRY
WHITE

Dimensions O.D. 0.300
Jacket 0.032

w/ORG
w/BRN
w/YEL

CTI Part # 22-C-NQ-1524-J 15 Cond 24awg 

Wire Colors General Specifications Extra Flexible NQ Series PVC Control Cable
300 Volts • 80°C
Jacket: PVC-Polyvinyl Chloride (Gray)
Insulation: PVC-Polyvinyl Chloride
Conductor Material: Tinned Copper
UL AWM Style 2464

UL 13 CL2X
CSA Certified AWM II A/B
MIL-STD-681
MIL-W-16787/1, rated 600 volts, +105°C.
MIL-l-631, Type F
flame retardant and fungus resistant

BLK
RED
ORG
BRN

YEL
GRN
BLU
VIO

GRY
WHITE
w/BLK
w/RED

Dimensions O.D. 0.275
Jacket 0.032

w/ORG
w/BRN
w/YEL

CTI Part # 22-C-NQ-2720-J 27 Cond 20awg 

Wire Colors General Specifications Extra Flexible NQ Series PVC Control Cable
300 Volts • 80°C
Jacket: PVC-Polyvinyl Chloride (Gray)
Insulation: PVC-Polyvinyl Chloride
Conductor Material: Tinned Copper
UL AWM Style 2464

UL 13 CL2X
CSA Certified AWM II A/B
MIL-STD-681
MIL-W-16787/1, rated 600 volts, +105°C.
MIL-l-631, Type F
flame retardant and fungus resistant

BLK
RED
ORG
BRN
YEL
GRN
BLU
VIO

GRY
WHITE
w/BLK
w/RED
w/ORG
w/BRN
w/YEL
w/GRN

w/BLU
w/VIO
w/GRY
w/b/RED
w/b/ORG
w/b/BRN
w/b/YEL
w/b/GRN

Dimensions O.D. 0.425
Jacket 0.032

w/b/BLU
w/b/VIO
w/b/GRY

CTI Part # 22-C-NQ-420-J 4 Cond 20awg 

Wire Colors General Specifications Extra Flexible NQ Series PVC Control Cable
300 Volts • 80°C
Jacket: PVC-Polyvinyl Chloride (Gray)
Insulation: PVC-Polyvinyl Chloride
Conductor Material: Tinned Copper
UL AWM Style 2464

UL 13 CL2X
CSA Certified AWM II A/B
MIL-STD-681
MIL-W-16787/1, rated 600 volts, +105°C.
MIL-l-631, Type F
flame retardant and fungus resistant

BLK
RED
ORG
BRN

Dimensions O.D. 0.207
Jacket 0.032

CTI Part # 22-C-NQ-520-SJ 5 Cond 20awg Shielded  

Wire Colors General Specifications Shielded Extra Flexible NQ Series PVC Control Cable
300 Volts • 80°C
Jacket: PVC-Polyvinyl Chloride (Gray)
Insulation: PVC-Polyvinyl Chloride
Conductor Material: Tinned Copper
Shielded: Tinned Copper Braid

UL 13 CL2X
CSA Certified AWM II A/B
MIL-STD-681
MIL-W-16787/1, rated 600 volts, +105°C.
MIL-l-631, Type F
MIL-C-7078
flame retardant and fungus resistant

BLK
RED
ORG
BRN
YEL

Dimensions O.D. 0.225
Jacket 0.032

CTI Part # 22-C-NQ-720-J 7 Cond 20awg 

Wire Colors General Specifications Extra Flexible NQ Series PVC Control Cable
300 Volts • 80°C
Jacket: PVC-Polyvinyl Chloride (Gray)
Insulation: PVC-Polyvinyl Chloride
Conductor Material: Tinned Copper
UL AWM Style 2464

UL 13 CL2X
CSA Certified AWM II A/B
MIL-STD-681
MIL-W-16787/1, rated 600 volts, +105°C.
MIL-l-631, Type F
flame retardant and fungus resistant

BLK
RED
ORG
BRN
YEL
GRN
BLU

Dimensions O.D. 0.242
Jacket 0.032



CTI Part # 22-C-NQ-920-J 9 Cond 20awg 

Wire Colors General Specifications Extra Flexible NQ Series PVC Control Cable
300 Volts • 80°C
Jacket: PVC-Polyvinyl Chloride (Gray)
Insulation: PVC-Polyvinyl Chloride
Conductor Material: Tinned Copper
UL AWM Style 2464

UL 13 CL2X
CSA Certified AWM II A/B
MIL-STD-681
MIL-W-16787/1, rated 600 volts, +105°C.
MIL-l-631, Type F
flame retardant and fungus resistant

BLK
RED
ORG
BRN

YEL
GRN
BLU
VIO

GRY Dimensions O.D. 0.300
Jacket 0.032
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CTI Part # 22-C-B9992-ISP 18 Cond 24awg Paired/Shielded 

Wire Colors General Specifications Shielded Paired – Low Voltage PVC Control Cable
30 Volts • 80°C
Jacket: PVC-Polyvinyl Chloride (Gray)
Insulation: PE-polyethylene
Conductor Material: Tinned Copper
Shielded: aluminum polyester foil (Beldfoil Z-Fold)
with drain wire

UL listed NEC Type CM (file no. E108998)
EU CE
EU RoHS Complian

(BLK,RED)
(BLK,WHT)
(BLK,GRN)
(BLK,BLU)

(BLK,YEL)
(BLK,BRN)
(BLK,ORG)
(RED/WHT)

(RED/GRN) Dimensions O.D. 0.365
Jacket 0.028

CTI Part # 22-C-8725-B 8 Cond 20awg 

Wire Colors General Specifications Shielded Paired – Low Voltage PVC Control Cable
30 Volts • 80°C
Jacket: PVC-Polyvinyl Chloride (Gray)
Insulation: PE-polyethylene
Conductor Material: Tinned Copper
Shielded: aluminum polyester foil (Beldfoil) with shorting fold and drain wire

UL listed NEC Type CM
EU CE
EU RoHS Compliant

(RED,BLK)
(GRN,WHT)
(wht/RED,wht/BLK)
(wht/GRN,wht/YEL)

Dimensions O.D. 0.365
Jacket 0.015

CTI Part # 22-C-1602-SO 2 Cond 16awg 

Wire Colors General Specifications SOOW Portable Control Cable
600 Volts • 90°C
Jacket: Thermoset (Black CPE)
Insulation: EPDM synthetic rubber 
Conductor Material: Annealed Copper
UL listed SOOW (file no. E7362)

CSA listed SOOW (file no. LL 8825)
Passes MSHA flame test (P-136-MSHA)
Maintains flexibility
Flame retardant
UL and CSA listed for continuous 
submersion in water
Excellent resistance to oil, solvents, water,
ozone, aging and abrasion

BLK
RWHT

Dimensions O.D. 0.358
Jacket 0.040

CTI Part # 22-C-1803-SO 3 Cond 18awg 

Wire Colors General SpecificationsBLK
GRN
WHT

Dimensions O.D. 0.358
Jacket 0.040

CTI Part # 22-C-8466-1000 12 Cond 18awg 

Wire Colors General Specifications PVC Control Cable
300 Volts • 60°C
Jacket: PVC-Polyvinyl Chloride (Gray)
Insulation: PVC-Polyvinyl Chloride
Conductor Material: Tinned Copper
UL listed NEC Type CMG

EU RoHS ComplianttBLK
RED
ORG
GRN
BLU
WHT
blk/WHT

Dimensions O.D. 0.412
Jacket 0.040

SOOW Portable Control Cable
600 Volts • 90°C
Jacket: Thermoset (Black CPE)
Insulation: EPDM synthetic rubber 
Conductor Material: Annealed Copper
UL listed SOOW (file no. E7362)

CTI Part # 22-C-293 2 Cond 18awg Shielded

Wire Colors General Specifications Shielded PVC Control Cable
300 Volts • 80°C
Jacket: PVC-Polyvinyl Chloride (Gray)
Insulation: PVC-Polyvinyl Chloride
Conductor Material: Tinned Copper
Shielded: aluminum polyester foil with drain wire

UL listed NEC Type CMRBLK
RED

Dimensions O.D. 0.159
Jacket 0.015

blk/RED
blk/ORG
blk/GRN
blk/BLU
wht/BLK

Standard CTI Cable

CSA listed SOOW (file no. LL 8825)
Passes MSHA flame test (P-136-MSHA)
Maintains flexibility
Flame retardant
UL and CSA listed for continuous 
submersion in water
Excellent resistance to oil, solvents, water,
ozone, aging and abrasion



CTI Part # 22-C-882205 5 Cond 22awg 

Wire Colors General Specifications Semi-rigid PVC Control Cable
300 Volts • 80°C
Jacket: PVC-Polyvinyl Chloride (Gray)
Insulation: PVC-Polyvinyl Chloride
Conductor Material: Tinned Copper
UL listed (file no. E76194)

CSA listed (file no. LL 28779)BLK
RED
BRN
GRN

WHT Dimensions O.D. 0.200
Jacket 0.030
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CTI Part # 22-C-1808-PVC 8 Cond 18awg 

Wire Colors General Specifications PVC Control Cable---
30 Volts • 80°C
Jacket: PVC-Polyvinyl Chloride (Gray)
Insulation: PVC-Polyvinyl Chloride
Conductor Material: Tinned Copper
UL listed SOOW (file no. E100338)

CSA listed SOOW (file no. LL 41103)BLK
RED
ORG
BRN 

YEL
GRN
BLU
WHT

Dimensions O.D. 0.400
Jacket 0.040

Standard CTI Cable




